
Product Features：H U G E   E N E R G Y   S A V I N G S……. 
Bulb Type: High Power SMD (5th Generation) ~ 30/40/60 watts ~ available in MOGUL & E27 base 

FACE Type: 360 Degree ~ INSTANT SOFT START, SHOCK/VIBRATION RESISTANT 

3. Input voltage: 100v ~ 277v with reversed polarity protected (works WORLDWIDE) 

Light Output (LUMENS: 3000LM ~ High Power 40w  (SAMPLES available): LIGHTING ANGLE: 360 ̄Degrees 
Overall Dimensions: Length 192mm x Diameter ű 90mm including base ~ NET WEIGHT: 0.25kg 

Beam Angle: 360̄ Degrees ~ CRI:  80 ~ SAFETY GRADE: IP66 ~ AMBIENT TEMP.: -20 ~ 70̄ C 

Replaces 175/250w METAL HALIDE BULBS ~ LED Life: 50,000 hrs ~ min 3 YRS 

Suitable for: Warehouses, Factories, Schools, Gymnasiums, Retail Stores, Offices, Hotels, etc.   
Will replace METAL HALIDE Fixture specifications: 175W up to 320W PULSE START BULBS 
COLORS: Warm White (2700~3500k), COOL WHITE (5500 ~ 7000k) ~ UNIQUE HEAT SINK DESIGN 

NO Ultra-violet or IR RADIATION ~ NO MERCURY~ NO NOISE ~ ENVIROMENTALLY SAFE 

SAFETY ASSURANCE: WORLDWIDE FCC, CE & ROHS ~ UL APPROVED  

Color Kelvin 

Warm white 2700 ~ 3500 ~ WW 

COOL white 5000 ~ 7000 ~ CW 

LUMEN OUTPUT 3200 LM 

  

Color Temperature 

REPLACE 175/250w MH FIXTURES 

NO MAINTENANCE ~ NO HASSLES 
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